
Doors: Semi solid masonite doors
finished in Standard "SS Grey" with
ironmongery to client's specifications.
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D Prep Bowl: Franke prep bowl in
Testroom (982 0064)

Sink Unit: Franke sink in
Kitchen/Admin (982 1035)
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Drywall is to be 90mm thick. Ultrasteel stud dry wall
consisting of stud and track system with 63.5mm drywall
ultraseel studs positioned at 600 centres fixed into 63.5mm
wide top and bottom track clad on both sides with double
layer of thick taper edged Rhinoboard fixed with 25mm and
41mm drywall screws at 220mm centres and all corners
fixed with drywall corner beads and all joints to be taped
and jointed as per man. specifications. MR board to be used
as indicated.
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Porcelain Tiles ‐  Wood‐look, as
supplied by Spectacular Shopfitters

Carpet Tiles ‐ Van Dyck Barcode Earth,
colour Athos (test rooms)
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Spec‐Savers Walls:
Plascon ‐ DC 23 Light Stone 68

Test Room + Pre‐test Walls:
Plascon ‐ DC 23 Light Stone 68

Admin + Kitchen Walls:
Plascon ‐ DC 23 Light Stone 68 SK
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Skirting: Supawood skirting sprayed
standard "SS Grey"
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TAL RX FRAM

ES = 576
32 x 16‐unit rods = 512
64 x peg displays = 64
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G
LASSES FRAM

ES = 136
6 x 16‐unit rods = 64
Backlit unit = 40
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ERS

2 X 5‐peg rods
(not included in total)
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DRAWING NUMBER REVISION

CLIENT© Copyright. This drawing may not be reproduced or transmitted in any form or by any means in part or in whole without permission. Do not
scale - use figured dimensions only. All requirements of municipal and other authorities concerned must be adhered to. Contractor to keep
full set of drawings on site. Contractor is responsible for correct setting out of the building on site with particular reference to boundaries and
building lines. Contractor to verify all levels and dimensions on site and check same again on architect's drawings before commencing work.
Figured dimensions to be used in preference to scaled dimensions. Large scale details to be used where available. Discrepancies to be
reported to the designer for clarification before work is undertaken. Contractor to locate and identify existing services and protect them
throughout the duration of work. Contractors shall be responsible  for the structural stability of their work and ensure that work is adequately
protected at all times until final hand over. Quality of all materials and building methods to comply with SANS and NBR regulations.
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SPEC‐SAVERS
VANGATE MALL

NEW SPEC‐SAVERS CONSTRUCTION FLOOR PLAN A

142m²


